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Environmental Testing of a Blood Gas/pH and
Electrolyte Analyzer for Field Hospital Use

Patricia M. Dubill, MS

In 1983 the U.S. Army Academy of Health Sciences developed a Introduction
Letter Requirement for a Blood Gas/pH Analyzer for use in Echelon
3 and 4 facilities. Field trials of several nondevelopment items and Arterial blood gas analysis is an important tool for making
a subsequent market survey did not produce a suitable instrument. tdiagnoses and therapeutic decisions regarding trauma pa-
Recently, a relatively small, lightweight, and simple device became tients.' The U.S. Army has a requirement for an automated
commercially available, and was tested for field applicability in blood gas/pH analyzer in corps-level hospitals. area medical
accordance with MIL-STD-810D. Results indicated that with minor
modifications, the instrument would be sufficiently rugged to with- laboratory detachments. and communications zone hospitals.
stand the severe storage temperature extremes and transit shock but available models are not sufficiently small, simple to use.
and vibration conditions associated with deployment of field med- durable, and reliable for harsh field conditions. Conventional
ical materiel, blood gas analyzers weigh 50 to 100 pounds and have external

.... -- volumes ranging from 2.3 to 6.4 cubic feet. It is not feasible to
From the Combat Casualty Care Branch, Field Medical Materiel Develop- package these delicate instruments in standard medical chests

ment Division. U.S. Army Biomedical Research and Development Laboratory. such that they can withstand field transit shock and vibration.
Fort Detrick. Frederick. MD. Also, despite considerable improvements in electrode design

The views, opinions, and/or findings contained in this report are those of
the alhor and should not be construed as official Department of the Army and maintenance procedures over the last several years. pres-
position, polic y, or decision. unless so designated by other official documen- ent analyzers are still considered impractical for combat zone
tation Citations of commercial organizations or trade names in this report laboratories.2
do h1 , ' ::e -1 tfli,.ial )epartment of the Army endorsement or approval In 1986, a new blood gas/pH and electrolyte analyzer, the
o the products or services of these oraanizations. GEM-6. that appeared ideally suited for field use because of

This manuscript wvas received for review in May 1989. The revised man-
iscripi was accepted for publication in Fvbruarv 1990. the design concept utilized was marketed. All wet chemistry

Reprint & copyright , by Association of Military Surgeons of U.S.. 1990. components were incorporated into one disposable cartridge.
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which eliminated the need for labor-intensive tasks associated model (GEM-STAT) also measures ionized sodium). It derives
with many conventional analyzers (e.g., refurbishing electrode base excess. bicarbonate. total carbon dioxide, and oxygen
membranes). The design also minimized tubing. valves, and saturation of hemoglobin. Features include numeric displays
other moving parts, making it inherently more durable and for each measured t- ... meter: an alphanumeric display for
reliable. Although its operational costs (excluding labor) were providing instrument status information. keyboard prompts.
much higher than for conventional instruments, the GEM-6 and other information: a membrane switch panel for command
was selected for evaluation because it appeared to be the only and data entry: automatic hard copy printout: and patient
blood gas analyzer that would come close to meeting the Essen- temperature correction capability. Auxiliary battery backup is
tial Characteristics (ECs) for size. maintainability, and dura- also provided to maintain a memory of programmed instruc-
bilitv. An additional point to consider was that it also measured tions and data generated for up to 30 minutes.
electrolytes. potentially eliminating the need for other instru- The degree of automation of the GEM-6 makes it extremely
ments. simple to operate. A 45-minute warm-up period begins auto-

Research to assess the clinical efficacy of the instrument matically upon insertion of a disposable GEM-PAK sensor/
had already been conducted, with favorable results. A later reagent cartridge (2 by 5 by 7.8 inches). The cartridge contains
study further verified the device's accuracy over the clinically electrochemical sensors, calibrating and flush solutions, and
important range. although accuracy was reduced for extremely a waste container. No compressed gases are required, as they
high values of arterial oxygen tension.' No durability data was are with conventional blood gas analyzers. Upon operator com-
available, however, so environmental testing was conducted to mand. a fixed volume of sample is aspirated equilibrated to
determine whether the instrument would be sufficiently du- 37°C. and analyzed for all measured/derived parameters
rable for fielding by the U.S. Army. within 130 seconds. Each cartridge contains sufficient calibra-

tion and flush solutions to process up to 50 samples, at a
maximum throughput of 11 samples per hour. or 50 in 41/2

hours. The samples can be distributed as needed over the
Materials and Methods cartridge's "active" life of 8 hours, or if lengthy periods of

inactivity are anticipated, the "standby" mode can be invokedThe instrument studied (Fig. 1) was the GEM-6 Portable to extend the cartridge life to as much as 36 hours [For the
Blood Gas Analzer (Mallinckrodt Sensor Systems. Ann Arbor, GEM-STAT, the cartridge life is extended to 48 hours). Two-
Michigan). The unit weights 28 pounds and has external di- point calibrations are performed automatically 20 minutesmensions of 9 by 17 / bv 83/ inches, for a volume of 0.77 Cubicponcairtnsreefrmduoaialy2mnts

after completion of the warm-up period and at I hour intervals
feet. It measures pH. partial pressures of oxygen. and carbon throughout the remainder of the cartridge active life. A one-
dioxide (Po. Pco_,, concentrations of ionized potassium I +  point calibration and rinse cycle is performed automatically
and calcium (Ca 2 , hematocrit and temperature (A newer after each sample analysis.

GEM-CHECK quality control solutions are available for op-
erational verification of analyzer and cartridge function. They

.are provided in three levels representing different patient con-
, ...... . ditions: acidosis (low level), normal values (normal level), and

alkalosis (high level). Thirty ampules (10 per level) are supplied
4per box of quality controls.

1. PEnvironmental testing of the blood gas analyzer and asso-
ciated supplies included subjecting the packaged items to field-
simulated high and low storage temperatures, vibration, and
shock, in accordance with MIL-STD-810D, Environmental
Test Methods and Engineering Guidelines.' Methods 501.2iL3. Zo (1), 502.2 (It, 514.3 (I). and 516.3 (IV). During the environmental
tests, the blood gas analyzer was packaged in 2.0 pound/ft:
polyurethane foam (Roger's Foam Corporation, Sharon Hill.

*fl PA) inside a Chest, Field. Aluminum. Size 6 (NSN 6545-00-
914-3510). A size 6 container has interior dimensions of 301.4
by 18/4 by 20/ inches and is the maximum size protective
container acceptable under the ECs. Cushion design was based
on a typical fragility for medical electronic equipment of 40 g
peak acceleration." Bearing areas and thicknesses were de-
signed to satisfy shock mitigation requirements for a 30-inch
drop. using applicable cushioning curve data7 and accounting
for creep. Because the ECs do not include specifications on
packaging constraints for consumable supplies, the supplies
were packaged separately for testing convenience.

For the temperature testing, the items were placed in an
environmental test chamber (Bemct,, Inc.. Pacoima, California

Fig. I. Front view of the GEM-6 Portable Blood Gas Analyzer. and exposed for 24 hours to temperature extremes of 70 0C or
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-54°C for the hot aod cold climatic design-type conditions.' temperature testing, untreated quality controls were studied
Vibration testing was conducted by placing the items on a concurrently with the temperature-exposed controls to verify
Model 826 High Frequency Vibration Machine (Ling, Inc.. proper cartridge and analyzer operation during those tests.
Yalesville. Connecticut), and subjecting them to the vibration Nine GEM-PAK cartridges were tested, using all three levels
spectrum for an M548 Tracked Vehicle. Shock testing con- of GEM-CHECK quality control solutions as samples. Expected
sisted of dropping the items once on each face from a height results for the controls studied are shown in Tables I and 11.
of 30 inches onto a wood platform using a Gaynes Drop Tester All controls were of the same lot number except the box used
(Gaynes Engineering Co.. Franklin Park. Illinois). on the cartridge exposed to high storage temperature condi-

The items' susceptibility to each of the environmental test tions. All parameters measured by the GEM-6 were studied
conditions were evaluated individually to isolate potential except hematocrit, for which the measurement principle (con-
causes of failure. Therefore, when the analyzer was subjected ductivity) is not reliable.2 (Future versions of this technology
to a test condition, untreated supplies were used to evaluate its that correct for sodium concentration may produce more reli-
subsequent performance. Similarly. when cartridges were sub- able readings.4 but for the present. use of the hematocrit
jected to test conditions, untreated quality controls were used, electrode over spun hematocrit is discouraged.)
and vice versa. Because of the potential chemical effects of When possible, samples were processed throughout the en-

tire 36-hour cartridge life to enable a comparison of perform-
TABLE I ance following warm-up to performance following a long period

EXPECTED MEA\NS FOR GEM-CHECK QUALITY CONTROL SOLUTIONS in standby. An initial functional evaluation of the instrument
USED FOR AI.. ENVIRONMENTAL TEST CONDITIONS (EXCEPT HOT was conducted using the first (control) cartridge, to verify

CARTRIDGE TESTI ON A GEM-6 PORTABLE BLOOD GAS/ cartridge life. samples per cartridge, throughput, and perform-
ELECTROLYTE ANALYZER ance following a 30-minute power loss. Subsequent cartridges

F''ed Mean ~involved some aspect of environmental testing related to stor-
-- pt.\Pe ea ___age or transit conditions.

ho, Po) K' Ca-
Level pH IIm Ho) (rn Hlfl (mmoliwL (retol/LJ

Low 7.05 77 62 2.5 0.9 Results
Normal 735 47 113 3.9 1.2 Overall, the test items performed well. although several
High 7.57 22 160 6.3 1.6 minor problems were identified. All results (Tables Ill through

V) were within the tolerance ranges specified by the manufac-

TABLE I1 turer except for those indicated in Table VI.
Data from the control cartridge indicated that the blood gasEXPEUTED) MEANS FOR GEM-CHECK QUALITY CONTROL SOI UTIONS anyzrwsuctongihntemnfauersud-

USED FOR HOT CARTRIDGE ENVIRONMENTAL TEST ON A GEM-6 analyer was functioning within the manufacturer's guide
PORTABLE BLOOD GAS/ELECTROLYTE ANALYZER lines prior to exposure to environmental test conditions. No

... .t...problems with electrode drift following long periods in standby
Expected Mean mode were observed, and the device functioned correctly fol-

co. Pa K" Ca - lowing a 30-minute power loss.
l.eel pH rmm H.) mm Hg) (mmol/CL a mmol/L High temperature storage testing of the analyzer resulted in

S - -. - - - failure of a component associated with the analyzer's heater
Low 7.04 77 63 2.5 0.9 block, which maintains the sensor array at 370C. Since meas-
Normal 7.35 47 115 3.9 12 urements are incorrect when the analysis is not performed at
ij, 7.56 22 162 6.4 1.6

TABLE Ill

RE;SI;I.Ts ON ENVIRONMENTAL TESTING OF GEM-6 PORTABI.E BLOOD CAS/PHi AND I.E('TROLYTE ANALYZER LOW LEVEL qUALITY
CONTROLS: ACIIOSIS iIf

TreOmnt pH [rm tf4) [rm 1m I1 mirni)] '[Lo Immol l

Contorks 7.06 ± 0.0005" 74,6 - 0 17 65 9 t 1) 44 2 5S ± 103 091 .0 001
Hot cartridde 7.06 ± 0.0029 79.2 ± 0.83 (i 2 o. 1) 40 261 _ ±1010 O.K7 ± 005
Cold cariridgc 7.09 ± 0.0006 76.7 ± 0.26 664 ± 0 67 2.55 ± 0,005 4.40 ± 0028
Controls/temperattre qualitv controls '  7.06 ± 0.0017 76.8 ± 0.52 67.2 ± 030 2.58 ± 0.009 0 84 0.011
Hnt quality controls 7.05 ± 0.0011 80.8 ± 0.36 6:3.8 ± 0.59 2.56 ± 0,023 0 84 ± 0011
(old quality controls 7.04 ± 0.0000 81.4 ± 0.30 62 6 ± 0.59 2.58 ± 0009 0.66 ± 0.011
Vibration analyzer 7.07 ± 0.0017 73.8 ± 0.36 64.8 ± 0.99 2.56 ± 0.011 092 ± 0.009
Vibration qualy controls 7.05 ± 0.0005 78.8 ± O. 15 62 9 o )43 2 58 ± 0.004 0.89 ± 0.003
Shock analyzer 7.05 ± 0.0013 79.3 ± 0.63 (64.3 ± 1.78 2.58 ± 0.013 0.85 - 0.014
Shock quality controls 7.06 ± 0.0010 80.6 ± (.49 61.3 ± 1.13 2.59 ± 0.008 0.85 ± 0007

Vilm-- are ieans ± standard error,

Untrvalvd quality controls ised to verify analvzer/cartridge performance when studvirla hot./i'i ld qalit% ciiontroi tests
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TABLE IV

RESULTS ON ENVIRONMENTAl. TESTING OF GEM-6 PORTABLE BLOOD GAS/PH AN[) ELECTROLYTE ANALYZER NORMAL LEVEL QUALITY
CONTROLS: NORMAL. (111

Pio lPo. K Ca
Treatment pH1 (m tn I Ira mim fig) inrmol/Lj (mnmol/'L)

Controls 7.37 ± 0.0003, 47.1 - 0.06 113.3 ± 0.31 3.91 t 0.002 1.24 - 0.003
Hlot cartridge 7.33 ± 0.0027 48.5 ± 0.27 117.6 ± 0.34 3.94 ± 0.009 1.14 ± 0006
Cold cartridge 7.41 ± 0.0005 47.4 ± 0.10 111.8 ± 0.28 3.87 ± 0.004 7.88 ± 0.057
Controls/temperature quality controls' 7.34 ± 0.0000 47.6 ± 0.18 113.4 ± 0.66 3.88 ± 0.009 1.10 ± 0.000
Hot quality controls 7.34 ± 0.0000 48.0 ± 0.14 112.6 ± 0.23 3.92 ± 0.022 1.12 ± 0,009
Cold quality controls 7.32 ± 0.0000 48.6 ± 0.18 113.4 ± 0.73 3.90 ± 0.000 0.48 ± 0.017
Vibration anahv,_r 7.34 ± 0.00 1 47.2 ± 0.09 113.0 ± 0.55 3.90 ± 0.000 1.22 - 0.009
Vibration quality controls 7.34 ± 0.0005 47.4 ± 0.05 113.2 ± 0.35 3.88 ± 0.006 1.20 ± 0,000
Shock analyzer 7.34 " 0.0013 47.5"-0.14 111.3 ± 1.14 3.90 ± 0.000 1.13 ± 0.024

Shock quality controls 7.34 ± 0.0007 47.8 ± 0.20 112.9 ± 0 73 3.93 _t 0.006 1.13 _ 0 01 I

Values are means ± standard errors.
Untreated qualit controls used to verify analyzer/cartridge performance when studying hot/cold quality control tests

TABLE V

RESULTS ON ENVIRONMENTAL TESTING OF GEM-6 PORTABLE BLOOD GAS/PH AND ELECTROLYTE ANALYZER HIGH LEVEL QUALITY
CONTROLS: ALKALOSIS (1]j

Pco, Po. K- Ca-
Treatment pH (mm Hg) fimt Hgj (1mmol/L lmmol/Lj

Controls 7.59 + 0.0003" 20.8 ± 0.04 157.9 ± 0.43 6.20 ± 0.006 1.72 ± 0.004
tlot ,artridge 7.53± 0.0006 21.0± 0.18 168.9± 0.28 6.14± 0.005 1.51 ± 0.003
Cold cart ridg.e 7.64 ± 0.0004 20.6 ± 0.06 161.5 ± 0.20 6.05 ± 0.007 14.51 ± 0.083
Controls 'temperature quality controls" 7.55 ± 0.0009 20.0 ± 0.00 159.2 ± 0.55 6.08 "t 0.009 1.54 ± 0.011
Hot quality controls 7.55 ± 0.0009 20.0 ± 0.00 160.6 ± 0.59 6.12 ± 0.009 1.52 ± 0.009
(old quality controls 7.51 ± 0.0000 20.6 ± 0. 11 157.6 ± 0.30 6.14 ± 0.011 0.44 - 0.011
Vibratio1a uMiV,e" 7.55 + 0.00 14 21.2 ± 0.09 1'60.6 ± 0.41 6.12 ± 0.009 1.68 ± 0.009
Vibration qualily controls 7.55 ± 0.0004 20.4 ± 0.05 161.5 ± 0.16 6.10 ± 0.007 !.65 ± 0.005
Shoik analvzer 7.55 ± 0.0021 19.8 ± 0.13 174.8 ± 9.04 6.25 ± 0.025 1.55 ± 0.014
Shock quality controls 7.55 + 0.0007 19.9 ± 0.04 161.0 ± 0.52 6.19 ± 0.004 1.54 ± 0.009

Values are means + standard errors.

Untreated qualily controls used to verify analyzer/cartridge performance when studying hot/cold quality control tests.

TABLE VI not appear to affect the means for the cartridge or quality
XCURRENCE OF OUTLIERS IN ENVIRONMENTAL TESTING OF controls, although there did appear to be greater variation in

GEM-6 PORTABLE BLOOD GAS/ELECTROLYTE ANALYZER pf] and Pco 2 . Low storage temperature significantly affected
Nmeofotir - the Ca2+ and pH values. For the cartridge that had been frozen,

the values of Ca + and pH were high, and for the quality
Treatment N' pH Pi, Po Ca:- controls that had been frozen, these values were low. Results

Controls 50 - - 4' - showed that measurements of the other three parameters

Htot cartridae 28 2 2 1 - (Pco 2. Po2, and K) were unaffected by freezing.
(old (artride 33 22 - 1 33 Vibration and shock testing did not damage the quality
(old quality controls 15 5 - - 10 control ampules, but did cause leakage of the cartridges at the
Shock analyzer 12 - - 2 - calibration solution bag-fluid dispersion valve interface (Fig.
Shot k quality controls 24 - - 2 - 2). No samples were run on these damaged cartridges.

Number oI samples The original GEM-6 instrument was returned for shock and
"hre fil thc,,e four outliers occurred on samples that were not at room vibration testing, and survived both test regimens with no

ternperature significant damage other than the following minor problem
after the shock tests. After approximately 26 hours of cartridge
operation (and 36 sample analyses), the message "insert car-

the required temperature, testing was terminated after two tridge" erroneously appeared on the alphanumeric display.
samples, and these results are not presented. This message is supposed to appear after the power is turned

While the manufacturer investigated the heater block fail- on and the instrument completes its self-diagnostics. or follow-
ure. a loaner device was used to test the supplies exposed to ing removal of a cartridge. To return the instrument to its
storage temperature extremes. A high storage temperature did operating mode and determine whether the problem was tran-
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lem with one of the switches that senses the presence of a
cartridge (one in the sensor array, and one in the cartridge
chamber door). Since this condition was easily remedied by the
operator, it should not prevent fielding of the device. The
problem with Po2 measurements on that same cartridge was
attributed to a bad Po2 electrode, because that cartridge was

.ARTFRI ,E untreated.
-HEL. Leakage problems with the cartridges due to transit condi-

rc.ftK CAR-RIOGE tions are a major concern. The manufacturer has since rede-
signed the bag-valve interface to eliminate the stress concen-

yASTE SAMPLE tration, which should eliminate future problems with cartridge
COTE I durabilitv. These new cartridges should be tested if the GEM-

C ALIBRATIONPCR
ASOL.UTION FAILURE >6 (or GEM-STAT) is to be fielded.

9 L BTCN _SITEThe short shelf life of the cartridges (6 months) is a further
REFERENCE .concern: however, the manufacturer has an ongoing program
oL ON to increase the shelf life to a year or more, so this problem may

SENSORR __-eventually be alleviated. For now, refrigeration can be used to
extend the shelf life, if necessary.

Although clinical studies on the analvzer were not a part of

DsPE.RSNN CARRIG this study, the device has undergone evaluation at Brooke
..... .SHELL Army Medical Center (San Antonio. TX) by a group of anesthe-

siologists. The users found that the results from the GEM-6
Fig. 2. Siteof failure on the GEM-PAK cartridges subjected to shock and vibration. correlate closely with their standard blood gas analyzer from

Instrumentation Laboratories. No mechanical problems were
experienced over 6 weeks and the device was found to be very

sient, the door to the cartridge chamber was opened and closed, easy to use.
initiating a new warm-up period. The remaining samples were
later anal'zed, verifying that the mechanical problem was
corrected. Results for those samples are not presented. An-
other problem encountered with this (untreated) cartridge was Conclusions
considerable variabilitv in the high-level Po2 values, evident The GEM-6 blood gas analyzer performed reasonably well
from the value of standard error shown in Table V. following exposure to field-relevant environmental test condi-

Discussion tions. Either it or the GEM-STAT would be sufficiently durable
for use by the U.S. Army, provided that several modifications

The problems incurred during environmental testing are are implemented and constraints imposed. Modifications iP,-
resolvable, such that the GEM-6 (or GEM-STAT) and associated dlude replacement of the circuit breaker for the heater block
supplies could be fielded with minimal changes and restric- board with a standard fuse. and redesign of the calibration
tions. Overall, temperature will pose more of a problem than bg-fluid dispersion valve interface in the cartridgcs (which
transit shock and vibration, the company has since done). If the constraint of protecting

Failure of the heater block following the high temperature consumable supplies from temperature extremes is possible,
test condition was caused by a tripped circuit breaker, which the analyzer would then be deployable and a %aluable asset to
prevented the heater block from receiving power. The manu- field medicine.
facturer suggested resolving this problem by rcplacing the
circuit breaker with a standard fuse.

Cold temperature exposure of the cartridge and quality con-
trol solutions caused calcium carbonate to precipitate, which Acknowledrement
invalidated the results for calcium and also shifted the pH, The author would like to acVawledge LTC Lorna Strzelecki,
particularly in the solutions containing the most calcium. Al- Dr. James Nelson, Mr. John iHodge. Mr. Phil Gula, Mr. Glenn
though no physical damage was discovered as a result of freez- Toms. Mr. Reed Brewer, and the anesthesiologists at Brooke
ing. it is possible that expansion of the cartridge calibration Army Medical Center for their assistance.
solutions could fracture the valve assembly, thereby causing
leakagfe of the calibration solutions. In view of these chemical
and mechanical considerations, protection of the blood gas
analyzer cartridges and quality controls from freezing is impli- References
cated. Protection from extremely high temperatures is advisa- I, B v rrauma The First Hour Norwalk. CT. Appiii-t.v-

ble as well, because of the potential reduction in shelf life, as Crof:, 1985
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sage following shock testing is believed to be a hardware prob- accuracy of a new patient side blood gas, pH. hematowrit, and electrolyte
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